
THE PROPOSAL CONSIST IN TWO BUILDINGS ACCORDING TO THE

PROGRAMM AND PHASES OF CONSTRUCTION. THEY ARE LOCATED

PERPENDICULAR TO EACH OTHER, AND PHISICALLY CONNECTED WITH

ONE OF THE THICK STONE WALLS, WHICH ARE BUILT WITH THE

MATERIAL WHICH IS ON THE SITE. IDEALLY THOSE WALLS HAVE

DOUBLE STONE FACE.

CONSTRUCTION ELEMENTS LIKE WALLS, METALL STRUCTURE AND ROOF

INTENTIONALLY DO NOT FIT TOGETHER. THEY DO NOT END AT THE

SAME POINT AND LIKE THIS  CREATE SHADED EXTERIOR AREAS,

WINDSHIELDS, OR  EXTERIOR FLOOR SURFACES, CORRESPONDING TO

A MILD CLIMATE ALL YEAR, WHICH ALLOWS LIVING TO EXTEND TO THE

GARDEN AREAS.

THE CONSTRUCTIONAL LOGIC IS ADDITIV, ASSEMBLED, STACK UP. THE

HEAVY CONSTRUCTION MATERIAL IS TAKEN FROM THE SITE, WHATEVER

HAS TO BE BROUGHT FROM SOMEWHERE ELSE IS PREFERABLY LIGHT,

TRANSPORTABLE. THIS LEADS TO A  HYBRID TYPE OF CONSTRUCTION

WHICH HAS HEAT STORING MASS, TO REGULATE INTERIOR CLIMATE, AS

WELL AS LIGHT ELEMENTS, WHICH ALLOW TO ACCELERATE THE

BUILDING PROCESS.
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tablas serruchadas de 1" x 6"
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vigas estufadas de 440 cm x
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con amarre contra vientos en
muro y metal
madera sin lijar
curado con aceite linaza y
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fachada metallica
soldado de PTR 3" x 3"
y angulos 3/4" x 3/4"
sellado con PU entre los dos
para pintar
instalacion antes del vaceado
del piso
necesita puntales de metal
abajo de cada poste
vidrio doble duovent 6 / 6 /
6  mm

piso
10 cm concreto negro pulido
sobre
poliestireno 1" sobre
carton asfaltico empalmado
10 cm
gravilla ó cascajo
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room ventilation
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Landhaus in Jalpa, Mexiko
Alex Jaeggi

Zwei  Gebäude  sind  so  zueinander  angeordnet,  dass  sie  zusammen  einen
gemeinsamen  Aussenraum  bilden.  Sie  bestehen  aus  weit  in  die  Landschaft
greifenden  Mauern,  welche  von  wenigen  Oeffnungen  durchbrochen  sind.  Die
grösste  davon  bildet  ein  Fenster  im Aussenraum,  welche  die  Sicht  nach  Jalpa
rahmt. Die Mauern bestehen aus trocken aufgeschichteten Steinen vom Ort. Die

Konstruktionselemente  wie  Mauer,  Metallfensterrahmen,  Bodenplatten  und

Dachflächen treffen sich nicht  in den Ecken und erzeugen dadurch beschattete

Aussenräume, Windschilder oder äussere Boden-flächen. Das Wohnen kann sich

so in den Aussenraum ausdehnen. Das Haus hat keine scharfe Grenzen in diesem

ganzjährig milden Klima.

Die Konstruktion ist additiv, zusammengestellt, aufgeschichtet, wobei das schwere

Material  vom  Ort  selbst  kommt  und  die  übrigen  Elemente  modular  und

transportierbar sein müssen, wegen der langen Distanz zur nächsten Stadt und der

schlechten Zufahrt.  -  "Bad roads make good places"
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